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purcnase of a
Ski-Doo snowmobile and welcome
chanqed the face
of winter. This year,
Limited presents a galaxy of 20 sparkling
new
in 6
seriesOlYMPIQUE,
..... , ,-""r and VAlMONT.
Whichever model you have chosen,
you wll! find it bum to the highest
standards of
and crattmanshlp,
largest manufacturer of
by the
Bombardier Ltd. - the
snow
people who oricinated snowmobllino
Furthermore. each vehicle is backed
an intj~rn,::ltinn,,,,1 Ski-Doo Distributor
Dealer
so that wherever
you are, in Snow
Parts and
Service are available.

0i'\I-U'VO

be to
your
snowmobile. there are
would like to

READ the entire Owner's Manual
out Whethare an
driver or
there is so much that
new, that you wm find the contents

tnorouontv before

in its weatherSkisnowmobile at ail times. In the
it
event that
can often
a
minimum
the

plastic envelope,

nrcner Lubrlcatlon
detailed in the
Manual.
At Bombardler

And
upkeep
be
overstressed. Treat Maintenance as
part of the overall fun and
vehicle
wm retain that
look and
as
as you want
-1-

For best results,
time each
steps listed
n de r 'Weeki
'Monthly'. The t(~W moments
pay you
dividends
years of trouble-free service.
the
larcest snowmobilinq fraternli::lr..-uuu SnIDWI:11obil€3rS, we'll be
looking
on the Trails - mean-

VALMONT

mont
across

STANDARD FEATURES INCLUDE:
Twin 15" Tracks 1II Singie Ski <Ill For~
ward/Neuirai/Revel'l!Ie Transmission@!
Underseai Storage Compartment 1II
Front illInd Rear Handles <Ill Side Rem
fleetors " PUllih Plate $ Disc Brake
System <Ill Trailer Hitch

ALPINE

TWO

TWO
2

x 76M.M.

VAUIIONT
24

8.75:1
113%"
105V2"

------------35"

35"

39"

39"

- - - - - - - - - - - - - _.. - - - 578

520

2 x 15"
13/29
Standard

E!ectric

Standard
Electric

-------

75W

75W

W-240-T·l

M-280-T-31

018" - .022"

_018" - _022"

."---_._~--~_._--

018"
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"When ordering replacement spark plug(sL spec ity number shown above.

FUEL MIXTURE RATIO
For the Rotax
engine that
powers
Ski-Doo
the
correct gasoHne to oil mixture ratio is
20 parts GASOliNE TO '1 PART Oil.
The
of using the correct
Fuel
cannot be overstressed.
Prior
has shown that the
brr,.,,,,t cause of pl1,ninA darnaos
lmorooer fuel mixtures.

Fig. 2

Fig. 1
an

Will NOT OPERATE
gasoline
to the
function properly, all o""in,,,,,
tive or snowmobile.
a snowmobile however.
first
added to the
in premeasured amounts. Then both oil and

should be

mixed

A mixture COi'1taifnfr:rg
will cause overheating
which could result in serious internet
demeae (such as
seizure or even
a
cormectina rod or r.r;;mk"nt.ftJ
A mixture
too much oil
cause excessive cerbon totmeuon resuttina in
fouled
power.

S GALLONS, REGULAR GASOLINE,
'1 QUART, SKI..DOO OIL
FUEL MIXTURE.

= CORRECT

fUEL CONSUMPTION TABLE

WHICH GASOLINE TO USE
The correct 1"'I",,,,,.,li<,,:>
snowmobile
available from the pump at all service
stations.

WARNING ~ N~IJ~r experiment with
differing twls or fuel ratios. Never
use naphtha~ methanol or simUar
products.
WHICH Oil TO USE
only Ski-Doo
available from
dealer. This
blended for
the
enl':!inI9,
resistance
to carbon tormanon, excellent anti-wear
characteristics and reduces
deto a minimum,

WARNING
c~ssar1

~

(In

Unless

case

of

absolut~/y

not use oUlfbCJii!IIfl'l c~r ~
oU. Never UlStii munl~vJlSco$ity oils.

-4-

*Running Time (in Hours and Minutes)

The Fuel

ConSllm~)tion

IMPORTANT: The single hiilrgest cause
of difficulty on the treil is running out
of fuel. Be sure it does not happen to
you. Don't explore new areas unless
you have established fuel stops Of are
certain of an ~dequate f!.lei sU!!)$)ly.

FUEL MiXING PROCEDURE
and oil
1. To mix the
use a
clean container. Never
mix in your Ski-Doo snowmobile tank.
2. Pour the 'fuli amount 0'[ ski-Doo Oil
for the total mixture into the
add
half the
amount
to be mixed and
shake thorouqhlv.
3. Add the remainder of the
conand
agitate
tainer.
4.
with a fine mesh
screen
Fig. 2) to orevern the
of water and foreign
transfer
the fuel from
tank.

*

FUEL SAVING TIPS
Don't let
idle for more than
brief
for companions
catch
your lenition
rest on the
Not only do you save
lessen the chance of

*

Don't run
with throttle
fully open. You wi!1 find
your ",n·,..,;,.,;",
performs just as efficiently at
throttle. To determine, (when it is safe
to do so), bring vehicle up to full throttle.
then slack off throttle slightly until vehicle starts to lose speed. Just before
vehicle loses
is the
of

-5-

The Fuel Oonsurnotion
be construed as anoroximate
suits have been
static tests under fuli
take into account such factors
conditions. ·less-than-ideal

etc.
A good idea is for you to rate the
Iormance of
snowmobile at
first
with a fu!1 fuel
mark the time of
Then note time
half-full.
on different
to
a mean average of

CONTROLS & INSTRU
STEERING
Your Ski-Doo snowmobile follows the
direction in which the
are
rotated.
tu
to the
rotate
To turn
rotate left

THR011lE lEVER (A)
Located on
handlebar. When lever
is
increases.
When
returns
to !DLE, Enqine

the aPI:)Ii€icl

located on left side of
Located on left handlebar. When lever
is
action is aoplied,
When released,
to the OFF oosition. Brakinq
nronortlonate to the
lever,
on

iGNITION

C!e\lIi'I"''''·1.i

Manual Start
operated. 2 positicn
& cu 11l::C)1
Electric Models
SDlrmEJ-l()SCi6d contact added
to activate starter mechanism.

out to illuminate.
Single switch illuminates both headwith
lamp and
on Manual
engine runninq on
Start Models.
NOTE: (Electric Start Models
NOT leave fights ON for more
brief periods, unless
is tunnux),

raise
dis-

on all Modets. Push

CENTRE for neutral,
reverse.
eculoment on Valmont Electric

Models

(n!:::!= ,'CHIl) dial

on lower
of console.
engage
turn dial clockwise to ON oosttlon
turn
OFF posltion.

NOTE: The purpose of the choke is to
reduce the amount of air tiowino throuat:
the
in effect enrichino
H IF!ll i-1i/ mixture. However, teevtna cnot«
on after
has started
carbon formation inside the
turn choke
enaine has started.

MANUAL STARTER
Automatic rewind
gine
To

CHOKE
(Alpine Models only). Two

-7-

is

Two

when

m.

lo~

dashboard Push in to
pops up automatlcallv

A

tank is

After the first 2 hours of ooeration
of carburetor
end "m",nr'h

tinhtn",,,,,,

FUEL TANK QU.AN1"ITY
Check that there is sufficient fuel
the
A
habit to actank for
is
the tank before

Each 2 hours for first 6
check
tension of drive chain.
is normal for
new drive chain to l""r,nH,,,,,,, or stretch).
be sure that vehicle
Before
has been run
so that true
in"n"","'~
will be en side

OPERATION
Check once, then turn driven
tum

n""n.,,,,,,, and release brake lever several
to
that
and returns to OFF
when released. Brake ShIDU!d
when lever is %, II (rnirumurn clearance)
from the handlebar

5.

choke

NOTE: A manual starter is standard
eoutomern on ali
snowmobiles.
any reason the vehicle cannot be

steneo

low or

Ski-Doo snowmobile is t1\..lUl!--;!J"'U
with a manual starter i "",r,,,; .. .ro'lftllr,rI
located on the
To start
1. Insert
to ON.
2. !:::n!~a~le choke
. Choke is not neeessary 8ngln,e is warmed
manual

Wherever practical,
shift
lever in NEUTRAL
startengine. Note
that brake
NOT operate with lever in NEUTRAL, so use caution and
on
inclined surfaces.
For Models with electric starter:

1.
choke
necessary if
2. Test throttle
throttle
(A) shchtlv.
3. Insert
and turn
clockwise
engages.
to
4. Release throttle and return
ON
has
-9--

to its

etnrttno nenate to
4. Disengage choke
has started.

reatures. the
snow-

Driver confidence and
are
to
enjoyment
your new
,;l!\'I-U'~IV snowmobile. For your first few
runs, select a large clear flat area, then
nr;~('t,r.A the uses and
of the
various controls and
feel and
balance of your vehicle.
When
using throttle
most
press and release the
levers too quickly, causing a corresponding 'jerking' of the machine.
instead, squeeze the levers
and
smoothly so acceleration and
are even.
When
remember that snowmobiles have a
flat track in continuous contact with
ground, so that
the vehicle
starts to slow
of its own accord as soon as the throttle
lever is released. For most circumstances, this natural slOWing action plus
a gentle pressure on the brake are more
than sufficient to stop the vehicle,
There are 3 main driving positions on
a snowmobile - (1 Standing, (2) \Jillil ,'w.
and (3) Kneeling.
presents roArt",in
advantages depending on the nature of
the terrain, the snow ccndltions,
of the
the turns
nA,'<u"\n",1 nrfefArAriC:p, of

snow,
most

f'/"'\,,.,frwt,,,,hl,,,

oositicn

rests or footboards.

back on the seat and
rr r r u I ,0-'" between seat
footboards.

will
kneelinq ooslticn a definlte ad\!",,'nt~,..,o Place one foot on the tootthe
side of the hili) the
knee on the
hill.
should be on the
your
knee on the
and vice-versa.
An alternate recommended kneelinc
sitlon and one that is trequentlv
is to
both
one
on each

the seat This oosition
should you encounter
trails where
is mcomfortable

<:In,,,,i,,,,,;
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for
when

-_... Your new Skl-Doo
snowmobile is
to
almost any snow surface,
or newly-fallen snow. Two
are
however -- (1) don't overload your machine
travel alone, not
with
and (2) maintain a
speed at all times.

beyond the
neath, and

with the surface understop.

If your vehicle continues to make reasonable headway,
to
in acceleration, you are
",...,",,,,.,,h to
new areas. If
turn
as wlde an arc as possible
look for firmer trails.

Saurfac:e - Ice or
hardpacked snow can be difficult to
tiate as both ski and tracks do not
much traction. Best advice is to slow
down and avoid rapid acceleration or
braking.

• A Tachometer; standard on al i
Val mont
is
as an
option for ali
Models.
~

A

located under the
is standard on
all Models. To
access, remove
backrest, raise
side of seat. Seat is
hir'I"l",rl aiong right
remains open
when lifted. Tallliqht illuminates ~t('lrj:lrIP
compartment at night
at rear of
is
of the owner, the twin
vehicle can be cambered.
the outer attachment of the
manoeuverability and
performance are correspon··

On each side of the vehtcle,
note that there are already
holes, 1 3/ 8 "
than
to
which the outer ends of the cross shafts
are presently amxeo.
To add I"AfTIhl:>r drill
amCKTiP
drill.
cap
Three good tips to follow to rrnrurmze
the outer ends of the
your chances of being stranded are (1)
cross shafts to new
stay on known trails and familiar terrain.
reinstall.
(2) travel with friends or in 1"'00,,,,,n,::In\!
with other snowmobiles, and
do NOTE: Once holes have been """""'11.
regular lubrication
maintenance both oositions are intl:uc,harJgeabl'e
faithfully.
may
at any time,
-11-

when
rule to
to wear, is to dress to the
, not the temperature.
Warm
mitts and boots are
the three most important
for
hands and
lacking sufficient move~
ment as you
are
to
faster than other areas
body.
head to toe, howProper outfitting
ever, is best of all - and Bombardier
Limited, the people who know snowmobiling best, have considered your

To hundreds of thousands of enthuSnowrnobilino has added an entirely new dimension to winter. To truly
enjoy the
there is one
item that is as indispensable as your
Ski-Doo snowmobile - warm clothing.
As the accompanying chart shows, even
moderate temperatures, when coupled
with vehicle speed or wind velocity,
produce a 'chili factor' often as much
as 20 to 30 degrees below thermometer

10

15

20

comfort with a comolete line of cold
weather crotrunq. From underwear to
these
garments
been
laboratory and
to
keep you warm, but also to
comfort and freedom of movement that
demands.
Ski-Doo
Ltd. and
stocked
local authorized
Ski-Doo dealers everywhere, you are
warmer winters when
wear certlfied Ski-Doo sportswear.

25

30

35

MilES PER HOUR
(wind velocity or snowmobile seeecn

-12-

Year after year, Bombardier continues
to be the World's
seller of
mobiles and Snow-related equipment.
one of the many reasons
certainlv have to be our
of
continuous
and tmorovement
This year, for
we have added
more new features
in any other
year in our history, in addition to brand
new
for the '70's. here are
a few
many innovations that you
will enjoy on your new Ski-Doo snowmobile.

NEW TRACK DElS~GN
On "r~>lin',in<"\f examlnation
almost expect

in the
simplest

directlon.
technical

ov,,',,"~"'_

tion is
track
each
instead of
digging away
snow, compacts it, so
that the vehicle is propelled
push-

against a compacted bank

snow,

the ski around
hard steel mountino
feature of Bombardier

event of
this spring
out surface shocks and
and
particularly
effective on bumpy terrain. (See
5).
Note too that rear tip of ski is contoured
to facilitate
when vehicle is in
reverse.

-13-

•
•
•
•

• Strolnger Suslpenl;lon Springs

A!\lija~'s

Before you start out, check to be sure
that you and each member of
are equipped with sutflclent
warm
and
helmets.
Use the
Always travel
with at least one other snowmobile,
especially in unfamiliar terrain or on
trail rides. Even in snowmobiling, a pair
beats one of a kind
if you are
to
new
areas, leave word
your approximate
whereabouts and estimated time of
return with someone.
a
snowmobile can often travel
in
15 minutes than you can walk in iii
Show respect and courtesy to other
snowmobilers and to private property
at all times.

make a fuU
then look
careruuv in both diw'ectiOi!S before
railroad tracks 01" roads.
When t~~~~~~'~ti~~n:r!
or in a QPl)!J!!J.
have one
the
across, ::>!lI~I,'1'
Insure your snowmobile againsl Public
Liability.

Use a
hitch or tow-bar when
pulling any sled or trailer behind
Ski·Doo snowmobUe.
hitl:he,$
prelVelrit tailgate collision when
d01wn!hili or 011 sudden
When
rnooue, secure

your

with a
; then check
trailer
safety chain are secure and that
flashers and parking lights are ail in
working order,

-14-

Be extremetv careful when
children a
Go more al\IWI'jf
check frequEmtiy. Small ~hiiidr'l'ln.
fin safer
a SkHlloo,se
the seat of your sn~~w!mobil1a.
carry emergency materials and
the vehicle

encounter an
f<n<)wlng what to do can

,

make the
difference between becoming stranded
and returninq
Re,gister your :SKI~UOO snowmobile at
nearest
where
01'
laws
and
affix Re'gis;traltio'n ~)iajte to rear of vehicle.
certificate
with you.
of owner~
in the event
the veillC!ie
becomes lost or stoien.

or while
mixed fuel

Don't cut across
travel of another snlowmo~bi!e.
or the threat of
any
vehicle.
Don't risk
chine with ne,3d1E3SS

Never ride on
tracks.
sounds of
mC:~Vif1lg vehicle drown
out noise
trains.
Never cut through fences or "it,,,,,,,,!;,,,,
run over them. Give a wide berth to
poles. Hidden guy
unseen
a distance, can cause serious
accidents.

are certain of a tuelino
further than 112 of
fA'''''''""",,· in your tank. Even then, leave
a
Remember
a
does not necessartlv
travel the same distance each time on
the same amount of fuel. A lot deoends
on speed the snow conditions
the
trail and
of the carburetor.

in the

Don't onrload your snowmobile. A
or
carries
far more than
can,

Don't cross a river or lake without first
ocsitive that the thickness of the
sufficient to
both
and
vehicle Your life
on it
take an
route,

rlitian

trails.
those who

A .........'

uri'ftf,.u

-15--

e~~r~~:;:;~~n

!o

BOX

lEVEL

Note: AI! 399R and 399ER Models have
an oii
12 QlS,
have an
of 16 Ol8,To check:
1. Remove rubber
located at bottom

2.

a

remove filler cap
box. Refill as requlred,
vl"\'-U'\"/V Chain Case OIL
"For referof/II@ W location of Pan or Compel/Gilt, sa...
Cutaway view, page 18.

For those procedures that require cab
removal, unlock latches (2), disconnect
electrical connectors (2), remove fuel
tank cap and lift cab. (Valmont only),
to remove console, undo latches
at
base of console, then remove,

oll coats internal cable. Activate
and tllt machine to allow oil to run in.
Using
machine
lever
Also
at carburetor.

With cab removed, oil spring at
steering coiumn housing. Using ",,,,"U'vu
Oil or light machine oil (sewing machine
oii), lubricate freely, allowing oil to run
in. Oil mobile' contact point at bottom
end of
arm. Grease
ball joint at top of steering arm,
small brush. (See Fig. 8).

-16--

lubricate throttle
and

Grease the
with low-temp
sure grease gun. Pump
whee!
grease fitting at the centre of
until new
on the inner
at the
nts.
Fig. 11). Also
grease rear axle.at greasefitting.(
.31)
To
inside bogie wheels, tilt vehicle on, its
apply pressure on track
to expose grease fittings. Repeat with
other side.

1.

cab
grease the driven
shaft, as follows:
1. Remove pul
drive belt. Open
and twist siiding half).
2. Apply light coating of low-temp
grease on the shaft. Activate the
half several times to distribute fHP::l"tP
over full length of shaft.
careful that grease does not
inner halves of the

-17-
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SPARK PUJG{lS)
To check

1.
the
spark plug(s) wirers).
2. Remove
wrench SUIJP!ied
i 3).
3. Check condition of
Fig. 24. Normal color is "n" ..... If.mk,h"
spark plug(s) color is abnormal
or light grey) the engine is not running
under ideal conditions, due to either:
(i) Use of incorrect fuel mixture.
Fue!
page 4),
Carburetor
set
Car-

connections
are
of corrosion. lf
remove corrosion, usrno a
a'
" of oaxmo
and
well.
After
coat battsrv
nels and
with
to retard corrosion.
Check that
is well secured.
W,lRJiJIAfG: Do not allow
$0*
Hmion to enter
it will de~~t'(liW

0'

*For flIIfer_ 10 location of PCfl
Cufawa, VIIlW, ~ 111.

Of

Component, Bile

WZfectr/c Model onl,}.

-19-

rear of the vehicle SUI:JPC)rtE,d
cround. start the
ac-

set sprtnqs
rear ",n'-t'lt"k""t
replace weak or broken sorinos.

{,Ai",r~t""

it off the
Lift rear of vehicle and
Put gear shift lever in neutral,
are free to turn. With
rotate tracks by
inspect
""""';,i1i,..,,,, if bad cuts or ""i""ir'...
inserts are noted, see your U'='i:1i~i.

The distance between the
track and the link
should
same on both sides. Milsaligrl'menl
cause excessive wear of
and
teeth. If track is misauqnreadjust as follows:

If necessary to
1.
wrench, loosen both track adthe lock nuts
of the suspen17).

1.
loosen the
lock
side of "nlrinfll on the
side where the track is ctosest to the
!ink plate, i[t:iee /-iiq

adIUStE,,( S(~re'NS,

clockwise to
mter-ctockwise to slacken.
both sides are ad-

Retiglhten adjuster lock nuts

4,

~An",,~t

with other

NOTE: Track free
inter -teteteo. DO
out checking the other

4.

ettanment ere
one with-

Do not aft,em/pt to move
of track tensiemer splrin~1s 'f1'ulIlwRrt'l
or
to
fOl incorrect
track free
align track
r ~j'RJr,rfiYl,rr one
-·20-

so that
turn
tracks are well cenon rear sprockets.

adjustments for the
Mixture,
Ma:x:iml.lm Throttle
Speed Mixture.
exists between
and also be-

Do not correct one

r.il,p.r.J'Ol1n

the other.

iDLE
ADJUSTMENT
(with engine
A primary
should be made by first turning screw
fully clockwise, until it closes. Then back
off screw 3J4 of a turn counter-clockwise.

wise procuces
air I less
counter-clockwise, a
mixture (less
NOTE: Do not close too
as screw
and lor screw seat can be aemeqec:
For final
start engine and
allow it to warm up (at least 2 minutes).
Tum idle
mixture screw clockwise until engine reaches maximum
r.p.rn, (Beyond that point
r.p.rn,
starts to decrease). From
r.p.rn. back off screw Ya of a turn.
iDLE SPEED AD.JUSTM1ENT
a screwdriver, tum the idle
screw clockwise to increase
speed, counter-clockwise to decrease. (See Fig. 18 or 19).
MAXiMUM THROTTLE OPENING

With engine OFF, press down the throttle
lever, Throttle should be
when the lever
adjust for maximum opening. loosen
screw at point where cable joins carburetor lever. If alone, tie or
throttle lever to hQ,.,rli",h'Olr
With finger, hold carburetor lever in fully
open position
cable downward until taut
screw.
-21-

n aujusunq screw tutlv clockwise

not close
ano/ or screw seat can

damaged), Then back off screw 11/4
turns counter-clockwise.
For final
lift rear of vehicle
and
it off the
Start
Anr1tl1't'> and run up to
Turn
screw clockwise until engine reaches
maximum r.p.m. (Beyond that
r.p.m. starts to decrease).
screw Ya of a turn counter-clockwise,

DRiVE BELT COI~DiTiO'N
To check the condition of the drive belt:
1. Remove cab, take
guard,
2, lift the rear of the vehicle and supit off the ground,
3, With
OFF, place gear shift
lever in
position, grasp belt
or driven
and rotate. Check concracks, fraying or abdition of
normal wear. (Uneven wear, etc.).
If abnormal wear is noted, probable
cause is misalignment of drive and
driven pulleys. Contact your dealer.
(E!~~ctrlc

Model

Rectifier is located at right, in front of
seat. On Valmont Models
remove
console to expose. To examine, remove
metallic cover, inspect fuse and if filament appears defective, replace.

DRiVE CHAIN TEI"!~nON

BRAKE

brake mechanism
NOTE: Before Ch~3cking
check Check condition
oressino brake lever,
thet nuts
gear box to
while lever is still
from
are welf tigJltene;j.
is indicated:
check tension of o~landleb,~r if
see Break-in
should not
necessary
1. Remove cap screw 1",,.,,ld"I'"
shorten
tensioner in
Fig.
of cable
tensioner is
at bottom
Rel:ighten nut
gear box.
2, Rotate the tensloner as
to
obtain normal chain tension.
3.
cap screw and lOCK chain
tensloner.
j
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and
Remove
take off
If belt
check the wear of the
is less than 7/8" wide it should be
reolaced. To replace:
1. Disconnect the brake
at cable
next to brake mechanism.

2. Remove the 2 bolts
the lower
disc brake bracket to the frame. Pivot
the
and
half
a turn.

then hold in
the bottom of the
then
driven
over the
of
fixed half.
the belt out from the drive
{I'p,ntrifl H'"l::lln"""",r""r\ and remove com··
under
assern-

With cab removed, check that
head nuts are
and ecuattv torcuec.
(16 to "18 ft.

5. To install new drive
REVERSE orocedure.
6. Arter installation of drive
that brake cable has not
adjustment, If so, readjust.

{
With cab removed, check electric
and
all loose
wires or
connections. Check for
r!~m::lnp,d insulations. 0.0..-.,,;,

follow

of ski. It should be
perpendicular to handlebars.
neces~AI~llrinn

handlebars to
handlebars
from steer-

end.
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) ENGINE MOUNT
With cab
take off '''' ""0\1 ",,"'Yrl
then check ail
mount
tir,htc,n if necessary,

VEHiCLE IN~lPFCTllnN
With cab
vehicle and tirlhtcm all loose
and
as necessary.
then ci e an
e chassis
and wax the cab for creatsr
Ski-Doa Wax and
for necessary
ups,
are available at your dealer.

To expose carburetor, or for
ceoure that
removal
undo
at base of
console, remove console.

In
to those Tools which the
manufacturer
Tool Kit &
1
carry

Ei11er'oeinc:v situations are accepted
moving vehicle. A
on the
bulb
fuel tank
nowhere, can all cause
'''',,"'lIint.. d,sgl"ees of inconvenience.
UnHkee Ja~~n~~~~~~E~~lb~;~~ which has a disa,
in that service stations
within
are
snowmobiles are specitlcally desilgnE~d
When the
to travel OFF the
unexpected
driver
inqemlity and that of
~A!mn!~ninrlcto
home
r-onunaie.v, 9 out of 10 difficulties encountered on the trail can be fixed
the trail. You must
least a minimum assortment of
and
Parts to enable you to
minor repairs.

r~o'n",r",1 PurK)OS:8

Pliers -" Ad-

tr op~,mi!ng)

Hectitier Fuses (Electric
Cable Wire - StatrtirlQ
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ASSISTING
it is an unwritten law of ",nt')\M!'1"lnhiHnn
that
to tile aid of any snowin
another vehicle have to be towed:
1. Remove the drive belt
2, Tie both skis to your vehicle.
3,
the driver with
as a passenger, tow the vehicle
For short
or~~w
may PUSH

t"ii:;ni~t

Unfasten bulb retainer
bulb is burnt, exoose
and botton, of

with spare cable.
cable and use as throttle cable
cable is
Use extreme caution 'when

company with other snowmobiles. \!f\J\J~h'e~:n2,,~i~p'lo6i:~~
Even
don't be f,

Read and understand
follow them.

cause is burnt
filaments are
to starter.
HeCtitler fuse is located
;n"nAIr't fuse.

n"",,,,i,,,,, vehicle. To
Position
fuel tank. Run
line
hand over open filier
pressure, blow into open end
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contact your dealer. Seizure

a direct result of

and starter connections.

enclne electricallv.

and clean if necessary.

sml does not start, check item 2.

----

Replace if necessary. Then

Check fuses,
do item 3.

---_.-----

Check condition of
or ostecnve. Contact
may be
If wire
cause of trouble is

----,----,,----------,------

fuses and battery are all in worklno order, most orobable
starter. Contact your dealer for

Change your
plug(s). Fouled spark plug(s)
and tested
your dealer. Check for defective
1
and change if necessary,
Remove and clean fuel filter.
1~!;.1~;f~~~~;rt~.~~~:~ if necessary, Check fuel line
condition and connections, Check
tank. Clean if necessary,
Readjust the carburetor.
First check items 2 and 3 of
difficulty". If the ignition

persists.see your dealer,
turns over but fails to start or starts with
seems
contact your dealer.

If unable to locate specific symptoms, contact your dealer.
Check item 1 of "I::"r,;"",
Carburetor idle and/or
Contact your dealer,

if necessary.
If the drive and driven pulleys are not aligned correctly, contact your dealer,
Check track free play and
tenance
Page
Check items 1 to 5 of
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to
lacks acceleration or

"n'lA/O!r"

Main ..

1. Remove ail
sets from the vehicle:

In most areas of the country, the Ski-Doo
snowmobile is a seasonal vehicle
will be out of service for the summer
months.
that period, or if at any
time
will not be in use for
a
or more, then proper storage is
a
You can be sure that your
Sk]-l)CIO snowmobile will be in perfect
condition- when you come to use it
if you carry out the following:
IMPORTANT: The

of propel"

seasonal storage
over
stressed. If you lack the time 01" pr(~pElr
tools, be sure to see your aujlholrized
q

Skl-Doo Dealer.

wheel

2. Remove cross shaft
each
wheel set. Check condition of shaft and
replace if bent or worn. Clean
whee!
and cross shaft of
3. Spray
wheel
with SkiDoo Metal Protector. If unavallable,
with cloth soaked in ,:)I\."-UVIJ
a coating of low temp grease on cross
shaft.
4. Reassemble all bogie wheel sets,
sure each assembly moves
freely.

5. Grease each bogie wheel until all
old grease is flushed out. Grease rear
axle, at grease
. (See Fig. 11 &31).
6. Reinstall all bogie wheel sets.

(S1)
1. inspect track, replace
inserts.
2. Release track tension by
track adjuster screws and leave in
conditio~ during entire storage period.
(See
15).
3. Unhook rear suspension springs (4).
NOTE: Ski-Doo snowmobile should be
stored in such a way that tracks do not
stay in contact with cement floor or bare
ground, Lift rear of vehicle until track is
clear, then support with brace or trestle.

-28-

SKI ASSIEMEU.."t
. Wash or brush ali d1r1 or rust accumulation from ski and
2. Apply grease at grease
on
ski
3. Check wear condition of sKi runner
and
if necessary.
4.
Ski-Doc Metal Protector on
entire
If unavauaote,
entire
with cloth or rag
soaked in Ski-Doo

TANK
1. Disconnect fuel lines

lines

away from tank.
2. Unbolt tank retainer straps
3. Remove fuel tank.
4. Drain, then rinse Inside of tank thoroughly with
Reinstall.

The carburetor must be dried out comto
formation

Drain transmission
with 20lS.

1. Assure that fuel lines are dlsconnected, then start the
and run it
out of gas.
2.
choke,
to ON), then
carburetor
with a clean
of cloth
tum the
a
more times. The suction should eliminate the
fuel.
NOTE: An alternate procedure is to use
Stebl', an exceitem
in the
vention of
formation. Ask for
at
your
deafer, then folJow the
directions on the can. Pour mixture
clean container, insert fuel lines
(previously disconnected) into mixture.
Run engine for 2 minutes.

Chain Case Oil.

6

3.

of

(64·0ER

MOO€il)

rule.
ul'.l-UUU

Oil into
4. Turn the engine for abo t 30
seconds. On manual
crank 10
to 12 times.

5.

OlS,

2. Oil both
on brake mechanism.
Avoid
oil on brake shoe.
3. Coat all electrical connections and
switches with Ski-Doc Metal Protector.
if
use

NOTE: This ooeretion
ed every 3 months

liLTS, SPECifY
SKi-DOO
~"'~~~"'';:::'ir::'~ BOMBARDIER

ALL AVAIL-29-

Remove the drive belt.
Grease
shaft with lowoff excess,
3.
centrifugal
bolt
and governor. If you do not have the
see your dealer.
proper
4. Apply oil or grease on all moving
parts of governor. (See Fig. 32).
5, Pack inside drive pulley shaft with
low temp.
and
off excess.
6. Oil governor bolt and reassemble
centrifugal governor.
7. Spray
pulley
with
Ski-Doo Metal Protector.
NOTE: Leave drive belt otf outievs
during entire storage fJCllvv.

{~Iaclrric Model
1. Raise seat to expose hl'ltl'l'!f'V then
di~:('("\,nn"'t'! and remove.
2.
outside surface of
with
solution of
soda and water.
move ali deposits
and rinse with clear tap water.
3. Check
level in each cell,

re-

cab for

",,",,..,.,,,,I~''''

,""'-' I""

j

Wax.

all worn meta!
if necessary ,uslng Distii!ed
paint has
scratched or peeled
4. Spray battery terminals with Ski-Doo Ask your dealer for Ski-Doo
Metal Protector. if unavailable. use
5.
all bare meta!
of vehicle
troleum jelly.
with
Metal Protector
5. Fully
and store in a 6.
with a C>I",-U'UU
the
cool, dry place. (See Fig.
cover or
dust accumulation
The stored h",lfcH'<!
lose its
and
NOTE: if yOU are not eqlJfm)ed
If affowed to
wii! proper tools or cennot comotete
become useless and cannot be salv- correct storina
aged.
recharge (trickle charge) at local eutnortzeo "f\'-CJUU
least every 40
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t>n,nm,A and t"'i~vl,,,\
Ski-Doa snowmobi e are "'<>I"~"",h"hl
identified with individual serial numbers.

Useful in the event of Warranty claims,
are
loss, theft, or
nently displayed
The serial plate is located on the
side of
at rear.
ENGiNE
The identification
is located at the
right side of the engine, on the fan
above the manual starter handle.
The
number is <::tp.mr\l'>rl crrecnv
into the track, at one of
recesses
formed
the track cross links, To
,v,-.a,,~, turn track slowly until number
appears between the rear sprockets.
iM:PQIRi',AflIiT: Your Dealer
a
me copy of your rAf1li£tr:diinn Should
lose or misplace
vehicle
idemiiificaii,on, he will
more than
piessed !o assis! you.

SERViCE RECORD
Your dealer retains a
of your
Regis;traition Certificate for his files. On
the reverse side of this certificate is
track
Service Record on which he
of all
on your vehicle.
Whenever your Ski-Doc snowmobile is
initial the
Service Record after
information has
been
recorded. Correct
date records could save
time and
money in the event of a
clalm.
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The service is without
new Ski-Doc snowmobile
5 HOURS OF RUNNINCt

l5reiBK:"Irl.

benefit
then

ARE MADE BY

